
 

 

 

 

 

 

 

 

PALRING COMFORT  
 General Tunnels and greenhouses covering for the top and the sides. 

 Tear resistant and long lasting coated woven polyethylene cloth. 

 Lightweight, low cost option. 

 Can be sewn to insect net. 

  In special orders can contain IR additives to keep the foliar temperature higher in 

the greenhouse during the cold nights. 

 Can be welded to create any size or shape, with ropes, eyelets etc. 

 Customized dimensions for easy installation. 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

TECHNICAL SPECIFICATIONS 

Parameter Units Specification 

Cloth Weight gsm 146  ± 6% 

Breaking Strength Kg/cm ≥15 

Elongation at Break % ≥17 

Tear Strength Kg ≥13 

Light Transmission % 86% 

Diffused Light % Matt finished: 64% ± 10% 

Shiny finished:32% ± 10% 

Cloth Standard Width cm Up to 400cm. Can be 

welded up to 16m 

width. 

UV stability Years of warranty 3 years 

The test data is based on an average taken over several productions runs and should not be 

considered or interpreted as minimum or maximum values. Values are typical data and not 

limiting specifications. PALRING might change the specifications without earlier announce. 
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